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	Health & Safety Risk Assessment

	
	Work Activity
Working at height from Mobile Platform
	Risk Rating Multiplier


Likelihood (L)

Severity
(S)

Risk Rating (RR)


Improbable = 1

Negligible = 1

Low = 1 - 9


Remote = 2

Minor = 2



Possible = 3

Medium = 3

Medium = 10 - 14


Probable = 4

Severe = 4


Definite = 5

Fatal = 5


High = 15 - 25
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	Rev
	Completed by:

S. Clowes
	

	
	Location


	Activity or Element of activity
	 Hazard Identified
	Current Risk Controls
	Risk score with current controls
	Actions to be taken to reduce risk
	Risk rating

with further

controls

	
	
	
	Risk Group
	L
	S
	RR
	Action
	By whom?
	By when?
	

	Rooftop working
	Operatives not following pre-determined process and procedure
	Due to the high risk nature of working at height, adequate supervision must be in place throughout the task to ensure that safe standards are maintained and that safe processes are followed.
Only fully trained and certified (IPAF) operatives will be allowed to operate mobile access equipment.  Pre-use inspections must be carried out before any equipment is used.

All staff working with a MEWP basket must ensure that they are wearing the appropriate PPE before starting works – i.e. Harnesses and mandatory PPE as required in the appropriate risk assessment.

(Suitable lanyards are now provided)

The MEWP must have all stabilisers, handrails, toe boards and electronic guards in place and fully functional before works will be allowed to commence.
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	Health & Safety Risk Assessment

	
	Work Activity
Working at height from Mobile Platform
	Risk Rating Multiplier


Likelihood (L)

Severity
(S)

Risk Rating (RR)


Improbable = 1

Negligible = 1

Low = 1 - 9


Remote = 2

Minor = 2



Possible = 3

Medium = 3

Medium = 10 - 14


Probable = 4

Severe = 4


Definite = 5

Fatal = 5


High = 15 - 25
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	Location



	Activity or Element of activity
	 Hazard Identified
	Current Risk Controls
	Risk score with current controls
	Actions to be taken to reduce risk
	Risk rating

with further

controls

	
	
	
	Risk Group
	L
	S
	RR
	Action
	By whom?
	By when?
	

	
	Working platform overturning leading to injuries sustained from persons and/or materials falling
	The correct working platform must be used for the appropriate works being carried out.

MEWP’s will only be operated by suitably trained (IPAF) and competent operatives.  The certification held by the operative must match the MEWP being operated.  MEWP’s will only be operated within the safe working parameters for the particular machine and as set out in the operation instruction manual.
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	Health & Safety Risk Assessment

	
	Work Activity
Working at height from Mobile Platform
	Risk Rating Multiplier


Likelihood (L)

Severity
(S)

Risk Rating (RR)


Improbable = 1

Negligible = 1

Low = 1 - 9


Remote = 2

Minor = 2



Possible = 3

Medium = 3

Medium = 10 - 14


Probable = 4

Severe = 4


Definite = 5

Fatal = 5


High = 15 - 25
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	Location


	Activity or Element of activity
	 Hazard Identified
	Current Risk Controls
	Risk score with current controls
	Actions to be taken to reduce risk
	Risk rating

with further

controls

	
	
	
	Risk Group
	L
	S
	RR
	Action
	By whom?
	By when?
	

	
	
	Operators must ensure ground conditions are sound and firm prior to commencing works.  If not then operators and supervisors must consider other means of access or postponing the task.
Machines must be protected from potential vehicle access or collision within the site if weather conditions present a risk, i.e. rain causing very slippery surfaces or high winds, then cease task and await the correct conditions.
Do not operate MEWPs in strong winds or weather conditions that present a risk of the MEWP falling over.

Tilt alarms must be present and functional on the machine.
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	Health & Safety Risk Assessment

	
	Work Activity
Working at height from Mobile Platform
	Risk Rating Multiplier


Likelihood (L)

Severity
(S)

Risk Rating (RR)


Improbable = 1

Negligible = 1

Low = 1 - 9


Remote = 2

Minor = 2



Possible = 3

Medium = 3

Medium = 10 - 14


Probable = 4

Severe = 4


Definite = 5

Fatal = 5


High = 15 - 25
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	Activity or Element of activity
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	Current Risk Controls
	Risk score with current controls
	Actions to be taken to reduce risk
	Risk rating

with further

controls

	
	
	
	Risk Group
	L
	S
	RR
	Action
	By whom?
	By when?
	

	
	Injuries to persons and damage to property

Machine struck by vehicle or deliberately pushed by persons
	An exclusion zone must be set up around the MEWP prior to works commencing.  Operatives must ensure that all tools taken up a MEWP are tethered so as not to fall if the operatives lose grip of the tools.

Where the MEWP is to be used in an area with vehicle and/or pedestrian movements, the MEWP must be set up within an exclusion zone/protected work area to stop vehicles striking it.  The work area will have a full time banksman to ensure vehicles and pedestrians are excluded from the work area.
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	Health & Safety Risk Assessment

	
	Work Activity
Working at height from Mobile Platform
	Risk Rating Multiplier


Likelihood (L)

Severity
(S)

Risk Rating (RR)


Improbable = 1

Negligible = 1

Low = 1 - 9


Remote = 2

Minor = 2



Possible = 3

Medium = 3

Medium = 10 - 14


Probable = 4

Severe = 4


Definite = 5

Fatal = 5


High = 15 - 25
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	Activity or Element of activity
	 Hazard Identified
	Current Risk Controls
	Risk score with current controls
	Actions to be taken to reduce risk
	Risk rating

with further

controls

	
	
	
	Risk Group
	L
	S
	RR
	Action
	By whom?
	By when?
	

	
	Tower fails, operatives falling leading to injuries.  Damage to property.

Risk of falling or injury when accessing or exiting the MEWP platform
	Competent IPAF –trained and certified operatives will be the only staff allowed to operate MEWPs.  These operatives will ensure that pre-use checks are completed before use.  Operatives must ensure that any damage is reported immediately.  If in doubt, operatives must not use the equipment.
All access to and from the work area to be safe and protected.

Access and egress to the basket will normally only be allowed at ground level. 
The basket is not to be used for access and egress at height except for roof access, where it is safe to do so. In these circumstances the basket must be raised above roof level and lowered onto the roof.  
Emergency access to the MEWP must be maintained and understood at all times, including the ability to rescue an operative who may be injured or unconscious.
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	Work Activity
Working at height from Mobile Platform
	Risk Rating Multiplier


Likelihood (L)

Severity
(S)

Risk Rating (RR)


Improbable = 1

Negligible = 1

Low = 1 - 9


Remote = 2

Minor = 2



Possible = 3

Medium = 3

Medium = 10 - 14


Probable = 4

Severe = 4


Definite = 5
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